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Above:
The new yellow
Nooteboom trailers and
Mercedes Benz tractors
make a nice set.

Nooteboom Pendel-X 3-axle Trailer
The Nooteboom 3-axle Pendel X trailer
in 1:50th scale from NZG is a fairly old
model that has been re-released without
a tractor unit in one of three colours,
Nooteboom red, blue or Ral 1007 yellow,
allowing the collector to match it up to
a suitable tractor unit, several of which
have been produced by NZG in
matching colours. Shown here is the
yellow version which is compatible with
three different versions of the Mercedes
Benz 4-axle SLT tractor.
The gooseneck can be easily
disconnected from the trailer to allow
loading and the deck of the trailer has
simulated wooden panels and integrated

ramps at the front. The bed of the trailer
has four wheel wells integrated into the
frame with metal covers, complete with
textured upper surfaces that fit into place
allowing wheeled equipment to be
transported, reducing the overall height
of the load. Two metal extension pieces
are supplied with the model and fit into
the holes on the sides of the trailer bed.
The surfaces are textured and painted in
a wood colour with highlighted supports
beneath. There are holes in the upper
deck of the trailer where metal stakes
can be inserted, as can two safety boards
which warn when the bed of the trailer
has been extended.

Above:
The axles can be raised and
have functional steering.
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The three axle rear dolly can be
disconnected from the trailer bed and
has a deep trough down the centre with
the wheel assemblies mounted to the
frame on each side. The suspension
system on the axles is functional and the
wheels can be raised off the ground.
Each axle has a linked steering
mechanism allowing a very reasonable
degree of turn even with one set of
axles in the raised position. The rear
of the trailer has a number plate with
amber beacons to each side and
painted brake, reversing and indicator
lights on both rear edges.

Above:
The gooseneck can be
detached ready for loading
of the equipment.
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1:50 SCALE
Left:
The gooseneck has
storage space and
replicated control panel.

Above:
A typical job for the Pendel-X
trailer is transporting
construction equipment, like
this Liebherr wheel loader.

Nooteboom Pendel-X 5-axle Trailer with 2-axle Dolly

Above:
The rear module has steering,
height adjustable axles with a
central trough, ideal for the
transporting of excavators,

Along with the re-release of the 3-axle
Pendel-X comes the 5-axle Pendel-X
trailer with 2-axle dolly in matching
colours of red, blue and yellow. The
2-axle dolly unit has a kingpin which
connects to the fifth wheel of the trailer
by using a little force to engage. The top
of the dolly has the mounting point for
the trailer gooseneck which clips into
place. Both wheels are covered with
metal guards with simulated rubber end
pieces and two air tanks are located
between the chassis frame. A generator is
mounted to the front of the dolly with
bright yellow painted engine block and
black fuel tank housed in a metal frame
and two spare tyres are mounted to the
front of the gooseneck. The gooseneck
can be detached from the trailer frame
and has stiff hydraulics allowing the bed
to be raised into travel position. The
sides of the storage area are painted
silver and have a ridged front surface

while simulated wooden panels have
been painted onto the gooseneck, along
with painted diamond plate panels.
The bed of the trailer has a central,
simulated wooded deck with extension
and tie down ring detailing cast into the
side frames of the bed. The trailer frame
has an extending construction allowing
longer items to be transported and to
adjust this, the two pins that secure the
bed need removing to allow the bed to
extend. There are a number of holes in
the bed frame where metal stakes can
be inserted. Also in the box are a set of
extension pieces which can be inserted
into the holes on the frame sides to
extend the width of the trailer. These
extension pieces also have a simulated
wooden top surface.
The design of the rear section of the
trailer is interesting with the five axles
mounted to the framework on each side
allowing the centre to be at the same

Right:
The trailer can be
extended lengthwise
for extra long
loads and this
works smoothly.

Above:
The 5-axle Pendel-X with
2-axle dolly is an impressive
trailer, capable of transporting
a wide range of loads.

JULY/AUGUST 2017 www.truckmodelworld.com 39

TWM232.qxp_Layout 1 15/06/2017 16:06 Page 40

TMW 1.50

Author: Steven Downes

height as the trailer bed. This is useful
when transporting excavators where the
stick can be lowered into the space
between the rear axles to reduce the
height and the model has captured these
details well with each of the axles having
working suspension along with a linked
steering bar which gives a good amount
of steering before the tyres contact
with the frame. The upper surface has
textured panels with silver paint used

to highlight the bolt heads
which is a nice addition to
the model. The rear of the trailer
has printed warning markings, number
plate and Nooteboom logo with two
warning beacons and painted light
clusters. Four plastic safety markers are
supplied which fit into the holes on the
frame and gooseneck and have printed
red chevron markings.

Below:
Other transport loads could include rock
processing equipment, like the Kleemann
Mobiscreen MS703 mobile screener.

Left:
The Actros has a slightly
higher cabin to the Arocs
with a two-tone yellow
and grey decoration.

Right:
Both trucks are
finished in the Ral
1007 yellow colour
which is a good
match to Liebherr
crane yellow.
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Above:
The dolly has a generator and can be
disconnected from the gooseneck.

A pair of Mercedes Benz 8x4 SLT tractors
have been released in the Ral 1007
yellow colour which is the perfect
companion for either of the Nooteboom
Pendel-X trailers. First up is the Actros
version which has a slightly higher
cabin design and side panels over the
Arocs version with the most noticeable
difference being the front grill and the
design of the covers over the rear
wheels. Both trucks feature a modelled
interior in a two tone colour with a left
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1:50 SCALE
Below:
The Arocs SLT has new
metal mud guards covering
the rear axles.

Above:
The power pack behind the cabs of both
versions are fully populated with fuel
tanks, air bottles, cooling intake, rear
facing lights, wheel chocks and a ladder.

hand drive layout. The module behind the
cabin is nicely finished with fuel and air
tanks modelled along with the cooling
systems that have accurately scaled pipe
work with the large grill cover inset into
the side panel. Both front grills have an
integrated towing bracket with detachable
cover and the underside chassis detailing
is fair with a modelled drive-shaft to the
rear driven axles and linked steering of
the front pair of axles. The fifth wheel
coupling is compatible with either trailer,
allowing any combination.

Right:
The underside detailing is fair,
with a replicated drive-shaft,
steering front and second
axle and structural
suspension frames.
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